GOVT. OF UT JAMMU & KASHMIR
OFFICE OF EXECUTIVE ENGINEER JSD DIVISION HANDWARA

: Kehmil Valley Constructions

&:, + 1lilal Ahmad Sheikh
§/0 : Farooq Ahmad Sheikh 62@
R,fu * Kunan Fﬂlhpﬂl‘l K“p“’ll“

- mgy Wian

Regd No 2 17/AAY/CIVIL/ISANITARY/CVPP/PDHEP/CE/I&L 2019-20

GST No. : O0IFCJPS1733J1ZK
No: - PIIEMand/_ / 297~ e ““ﬁw D 023

Adv. Cost : - Rs 96.20 l.acs
Allotted Cost:-Rs.9811474.18/-
s ' _ Time of Completion ﬂz Odays
Sub : Clnnslmﬂ'_ﬂn mﬂ"“'ﬂﬂﬂ Successful Testing and Commissioning of1.75 Lac Gallons Ca pacity GSR, Intake Chamber, 3 No Sluice Chambers, Catch
Water Drain, Thrust Blocks/ Saddle Blocks, Retaining Walls, Crate Protection,Toe Wall WC Cum Bath Room and Providing Chain Link Fencing
around Structures for WSS Tarathpora Regional under JJM.
Ref:-  Your tender in response 1o this office E-NIT No.08 /PHE /Hand 05/2023 of S No.03 issued under thi
- No. th
i OfTice No.281-91 of 24-04-2023. > S
2. District Development Commissioner Kupwara®s authorization No. DDCK/Plg/MoM/2744-67 dated. 17-07-2023
3. Accord No.CE/PHE/DB/JIM/247 of 082022 dtd. 31.08.2022
4. Technical Sanction Order No.CE/PHE/DB/649 of 09/2022 dtd 17-09-2022
For and on behalf of Governor of Jammu & Kashmir UT State, contract for the above subjected work, is here by fixed with you on the negotiated / following rates,
terms and conditions which are reproduced as under

SI.LN Description of Work / Item(s)
- -
1 Earth work in excavation by mnual-nmns in trenches for
foundations, drains, pipes, cables etc. (not exceeding 1.5 m in
width) and for shafts, wells, cesspits and the like not exceeding
10 sqm on plan, including dressing of sides and ramming of
bottoms lift upto 1.5 m, including getting out excavated earth
and disposal of surplus excavated earth as directed in:-All
kinds of Soil
2 | :-Ordinary Rock
3 |Earth work in excavation by mechanical means in trenches for
| foundations, drains, pipes, cables etc. (not exceeding 1.5 m in

width) and for shafts, wells, cesspits and the like not exceeding
10 sqm on plan, including dressing of sides and ramming of
| bottoms lift upto 1.5 m, including getting out excavated earth
and disposal of surplus excavated earth as directed In all kinds

of Soil

4 |Earth work in bulk excavation by manual means over areas
(exceeding 30 cm in depth, 1.5 m in width as well as 10 m2 on
plan) including disposal of excavated earth lead upto 50 meters
and lift upto 1.5 m, as directed by Engineer-in-Charge. All
kinds of soil :

5 |Earth work in bulk excavation by mechanical means (hydraulic
excavator) over areas (exceeding 30 cm in depth, 1.5 min
width as well as 10 m2 on plan) including disposal of
excavated earth lead upto 50 meters and lift upto 1.5 m, as
directed by Engineer-in-Charge. in all kinds of Soil

No.of Qty Units  |Alloted Rate Amount

11035 Cum 436.00 4811260

3218 Cum 841.60 2708269

0.01 Cum 841.60 8.42

61.32 Cum 939.35 3307294

99213 Cum 188.75 18726454

92.30 Cum 378.35 REC24Wa |

6 |Oridanary Rock _ ]
Earth work in excavation by mechanical means (hydraulic
excavator) in trenches for foundations, drains, pipes, cables etc.
(not exceeding 1.5 m in width) and for shafts, wells, cesspits
and the like not exceeding 10 sqm on plan, including dressing
of sides and ramming of bottoms lift upto 1.5 m, including
getting out excavated earth and disposal of surplus excavated
earth as directed, within a lead of 50 metres: All kinds of soil :

“ Oridanary Rock .

Extra for (;cry additional lift of 1.5 m or part thercof in
excavation/banking excavated or stacked material :Addll 1 lift
All kinds of Soil

Providing ﬂnd_izlying dry stone soling hand packed tightly
including Filling, Spreading, ramming cost of Stone boulders
and all leads and lifts complete. |

21.00 Cum 25205 5293.00

——

0.01 ~Cum 000 | am |
3726.51

45.64 Cum 81.65

99.60
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' ing | tion cement concrete of spe

Providing and laying in pos . | P
grade including curing but excluding the cost of centring

| nth level with: 1:4:8 mix (]
ttering. All work upto plin !
ET:n;nr }I Course Sand : 8 graded crushed stonc agg 40mm

nominal size)

12 |Providing and laying

11
51.64 Cum

in position cement concrele of specified

grade including cunng butxcluding the F‘u:al of centpn;l;, and
| s’hutturing All work upto plinth level with: 1:3:6 mix éﬂ
Cement: 3 Course Sand : 6 graded crushed stonc agg Umm

61.55 Cum

nominal size) [Fr—
[ LPn;viding and laying in position cement concrete of s[i)cﬂ!mj
lgmtlu including curing but excluding Lh'.: cost of cul?mlng an
. [shuttering. All work upto plinth level with: 1:2:4 mix (
Cement: 2 Course Sand : 4 graded crushed stone agg 20mm

24.76 Cum

nominal size) - i -
Providing and laying in position Reinforced cement concrete
of spedified grade including curing butxcluding the cost of

centring and shuttering. All work upto plinth level with: 1:2:4 18.09
mix (1 Cement: 2 Course Sand : 4 graded crushed stone agg
20mm nominal size)
15 |Providing and laying in pos-i_t:i-un Reinforced cement concrete of
spedfied grade including curing but excluding the cost of
140.74

centring and shuttering. All work upto plinth level with:
1:1.53 mix (1 Cement: 3 Course Sand : 3 graded crushed stone
agg 20mm nominal size)

16  |Reinforced cement concrete work in walls (any thickness)
including attached pillasters, buttresses, plinth and string
courses, fillets, columns, pillars, piers, abutments, posts and
struts upto floor five level including cuning but excluding cost oAt
of centering shuttering, finishing and reinforcement.1:1.5:3
mix.

17" [Reinforced cement concrete work in Suspended floors, roofs
having slope upto 15°, beams etc upto floor five level level
including curing but excluding the cost of centering, shuttering
finishing and reinforcement with: 1-1 Y23 (1 cement : 1% coarse
sand : 3 graded stone aggregate 20 mm nominal size)

1282

18 [Reinforced cement concrete work in arches, archribs, domes,
vaults shells, folded plate and roofs having slope more than
15° upto floor five level level including curing but excluding
the cost of centering, shuttering finishing and reinforcement
with: 1:1%23 (1 cement : 1% coarse sand - 3 graded stone
aggregate 20 mm nominal size)

19 |Brick work with common burnt clay (non-modular) bricks of
class designation 7.5 in foundation and plinth including curing
in :Cement mortar 1:6 ( 1 cement : 6 coarse sand)

38.56

4.72

20 |Extra for brick work with common bumnt clay bricks /cement
concrete bricks in superstructure above plinth level upto floor 4.72
five level
21  [Steel reinforcement for R.C.C. work i;'lduding straightening, [
cutting, bending, placing in position and binding all complete 23540.00
upto plinth level
22 [Providing and incorporatoing P-G.I sheet strips during lying of
concrete walls 0.80mm Thick
Z3  |Providing and mixing water prm-ﬁng material in cement
concrete work in doses by weight of cement as per
manufacturer’s specification. (1 kg of water proofing material
tin 50 kg of cement)
Providing and fixing of 200mm dia MS Flanged bend /tail
pieces, specials etc of size 0.90 - 1.50mtr as per the direction of
Er. Incg. Complete job
25 |Dry random rubble masonry with hard stone in founda tion
and plinth: With bond stone.
26 Con.';lrurlﬁng vertical bunds with sloping faces, by boulder
filling (dry, hand packed tightly); including cost of stones but
excluding cost of wirecrates

3.00

13.88

14.66

Tarathpora Regional under UM

CamScanner

@ Scanned with OKEN Scanner




nd-packing stones in winscrales; excluding cost of crates

stomes

Supply of 2nd class stones / Boulders excluding Carriapes.,

Suppl-)' of Wire Crates ?nrlmlinp, all carriapes by Mech,
[ransport and 1Head Load.

Centering, and shulttering ittlu:.l-inﬂ strulling, propping ete
) ete,

u)

3 and remwoval of form forzFoundations

M [Walls

12 I.L'alr;m B

v S{Lﬁi!‘f"h.l:l Floors T ———

H  |Columns
wiid : R
15  |Domes exaceding 6 Mtr Span S—

“ Edges of slabs and breaks in floors UI_.)_[-D m

37 |Extra for Centening and shuttering in Circular Foundations

1§ |Walls

39 |Beams (Ring Beam of SR)J

40 [Providing 40x5 mm flat iron hold fast 40 cm long MEE
fixing to frame with 10 mm diameter bolts, nuts and wooden
plugs and embeddings in cement concrete block 30x10x15 am
1:3:6 mix ( 1 cement : 3 coarse sand : 6 graded stone aggregate
20 mm nominal size).

31 Supplying and filling in pl-inm-wilh fine sand under floors
including, watering, ramming, consolidating and dressing
complete

with 20mm nominal size stone aggregate

12 mm thick Cement plaster 1: 3 (1 cement : 3 coarse sand)
finished with a floating coat of neat cement

42 |Cement concrete flooning 1:2:4 (lceim:nl: 2 coarse sand: 4
graded stone aggregate) finished with a floating coat of neat
cemenl including cement slurry and curing complete, but
excluding the cost of nosing of steps etc. complete 50 mm thick

43

44 [12 mm thick Cement plaster 1 : 4 (1 cement : 4 coarse sand)

15mm Cement plaster on the rough side of single or half brick
wall of mix: 1:6 (1 cement : 6 coarse sand) .
Fabricating, Providing and fixing MS Fittings viz Bends, Tees,
etc of required degree and size to be fabricated from 6mm
nominal size MS Plate including cost of welding. The work
should be leak proof and includes to be painted with
antoiccorrusive red oxide primer and all carmiages upto site of

work complete.

with Wheel type handle including cost of flanges, nuts, bolts,
rubber insertion all carriages complete.

Providing and fixing 150mm dia Sluice Value with ISI Mark

Providing and fixing 100mm dia Sluice Value with with IS]
Mar Wheel type handle including cost of flanges, nuts, bolts,
rubber insertion all carnages complete.

Providing and f;;nmﬂ S80mm dia Sluice Value with with ISI
MarWhee! ty pe handle including cost of flanges, nuts, bolts, 200

rubber insertion all carnages complete.

Providing andjl'uinp_ 125mm dia Sluice Value with ISI Mark
with Whee! type handle including cost of flanges, nuts, bolts,
rubber insertion all carnages complete.

Jilling, available excavated carth (excluding rock) in trenches,

No

Cum

plinth, sudes of foundations ete, in layers no exoceeding X am in
depth, consolidating each deposited Layer by ramming and 8856
watering, lead upto X0 m and hift upto 1.5m

H Providing and fiang PVC pipe bends 80mm dia for air vents. I.Ill'll

larathpora Regional under 1M
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' S f windows and
le iron frames for doors, wi

le sections of size 15x35x5 mm,

iron 35x35x5 mm or 35x 5
the wall with

53  |Providing and fixing, ang
ventilators of mild steel Ang
joints mitred and welded by angle
mm flat picces to the existing T-iron frame or to th :
dash fastener, including fixing of necessary butt hinges an
screws and applying a priming coal of approved steel pnmer,

all complete as per the direction of Engincer-In-charge.

27.00

H variding and fixing gh;:a panes with putty and glazing, clipt.i I
' in steel doors, windows, clerestory windows, all complete with

|
: 5.0mm thick glass panes

55 IStmftural steel work in single section, fixed with or withnuit
connecting plate, including cutting, hoisting, fixing, in position
and applying a priming coat of approved steel primer all

l complete. . B L

[Steel work welded in built up sections/ framed work,
including cutting, hoisting, fixing in position and applying a
priming coat of approved steel primer using structural steel as
required in gratings, frames, guard bars, ladder, railings,
brackets, gates and similar works.

&

326.95

57 |Providing and fixing hand rail of approved size by welding

| etc. to steel ladder railing, balcony railing, staircase railing and
simular works, including |
applying priming coat of approved steel primer. G.I. pipes

0.01

28  [Structural Steel Work in built up sections in trusses, and
|framefi wnrk,_inlcluding Cutting, hoisting, fixing in position and
[applying a pruming coat coat of approved steel primer all
complete. (Riveted and bo] ted)

59 Prov:dmg and ﬁ.xing G.L Chain Link fabric fencing of required

1502.00 Kg | 10576 158851.52
| - =
I

162.00 Sqm 806.85 130709.70

Iqﬂxl‘mv‘;g:;ng and ﬁ.xufg Imm thick M.S. sheet door with frame of |
| ’Xbmm angle iron and 3mm M.S. gusset plates at the
:unnclnu?ns and comers, all necessary fittings complete, including
PPyIng a priming coat of approved steel primer. Using M.S
angles 40x40x6mm for diagonal braces |

5.40 4788.25 25856.55

61

thickness, of approved brand and manufacturer, over the

plastered wall surface to prepare the surface SMOO
ev
complete. 2 mm thick and "

10.00

17240 1724.00

62 ﬁmdhg fabricating and fixing sign board on PGI Sheet
Tﬂth angle iron frame/ Legs incl. Painting /writing etc
uTcluding fixing over enterence gates, cost of fixing at SR site/
F::J t Plant site as per direction of Engineer in Charge complete
job.

5.00

63 | Applying one coat of water thinnable cement primer of
appr_(_wed_bmil and manufacture on wall surface.
Applying priming coat: With ready mixed pink or g'r;}r ]:;nmer
of approved brand and manufacture on wood work (hard and
soft wood)

| Sqm 3000.00 15000.00
: |

50.00 59.35

6.00 |

Painting with synthetic enamel pa'i-nt ni’appmv;d brand and
manufacture to give an even shadeTwo or more coats on new
work.

170.00

Finishing walls with water prmfing cement paint of required

shade on New work (two or mare coats applied @ 3.84

kg/10sqm)

Providing and fixing aluminum s-liding door bolts ISI marked
anodized (anodic coating not less than grade AC 10 as per IS
1868) transparent or dyed to required colour or shade with
nuts and screws etc. complete :300x16 mm
Providing and fixing almunium hﬂging- floor single rubber
door stopper (Anodic coating not less than grade AC 10 as per

IS 1868 A
5V,
c YL
A0 ok

75 -

-
-

==

il g e T

76.65

1.00

1.00 No

arathpora Reglonal under 1JM
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iding and fixing aluminum tower bolts 1S] marked

ized (anodiccoating not less than grade AC 10 as per IS
$68) transparent or dyed torequired colour or shade with
necessary SCrews etc. complete : 200 x 10mm

100 x 10mm

200

200

Providing and fixing M.S. grills of TEI'I.UIE(I I s
of windows etc. with MS. flats, square or round bars etc
including priming coat with approved steel primer all

complete. Fixed to openings / wooden frames with rawl
plu S SCTeWS elc.

F__.-—-I—

72 |Providing and fixing aluminum handles lSTmark;d anodized

(anodic coating not less than grade AC 10 as per IS: 1868)

transparent or dyed to required colour and shade with
|necessary screws etc. complete. 125mm

10.00

2.00

73 1100mm

200

74 1f’rtr.wicling and fixing lst quality ceramic glazed wall tiles
| conforming to IS : 15622 (thickness to be specified by the
manufacturer), of approved make, in all colours, shades except
burgundy, bottle green, black of any size as approved by I
Engineer- in-Charge, in skirting, risers of steps and dados over |
12 mm thick bed of cement mortar 1:3 ( 1 cement : 3 coarse
sand) and jointing with grey cement slurry @ 3.3 kg per sqm,
including pointing in white cement mixed with pigment of
matching shade complete

9.00 | sam | 1161.05 10449.45

75 |Providing and laying Ceramic glazed floor tiles 3003(300 mm
(thickness to be specified by the manufacturers) of 1st quality
conforming to IS: |
15622 of approved make, laid on 20 mm thick bed of cement |
mortar 1: 4 (1 cement : 4 coarse sand) including pointing the
joints with white cement and matching pigment etc., complete.
In all colours, shades, except White, Ivory, Fume Red Brown

297 1115.80 3313.93

76 |Providing and fixing Pnlyetl'tylm;e— Aluminum- Polyethylene

(PE-AL-PE) Composite Pressure Pipes conforming to IS: 15450,
U.V. stabilized with carbon black having thermal stability for |
hot and cold water supply, capable to withstand temperature |
upto 80°C, including all special fittings of composite material
(engineering plastic blend and brass inserts

wherever required) e.g. Elbows, tees, reducers, couplers and
connectors etc. This includes testing of joints complete as per
direction of the Engineer-in-charge: Internal work-exposed on
wall with clamps at 1.00 meter spaang 1620 (20mm OD) pipe

20.00 RM 321.15 6423.00

2025 (25mm OD) pipe

18.00 RM 385.85 694530

Providing and fixing PPR Unions PPR Union 20mm

5.00 No 259.70 1298.50

PPR Union 25mm

500 No 3920 | 154600

813|323

vaiding- and fixing water closet Squatting Pan (Indian Type
WC Pan) with 100mm sand cast iron P or S Trap, 10 Itr capacity
Low Level White PVC Flushing Cistern including flush pipe
of approved make with manually controlled device (Hnadle
lever) confirming to IS: 7231 with all fittings and fixtures
complete including cutting and making good the walls and
floors whereever required. White vitreous china Orissa pattern
W.C. pan of size 580x440 mm with integral type foot rests.

1.00 No S534.85 5534.85

Providing and fixing Stainless Steel A 151 304 (18/8) kitchen
sink as per 1.S. 13983 with C.I. brackets and stainless steel plug
40 mm, including painting of fittings and brackelts, cutting and
making pood the walls wherever required ; Kitchen sink
without drain board 610x510mm bow! dcplii 200mm

Providing and fixing P.V.C. wasle pipe for sink or wash basin

including P.V.C waste fittings complete: Semi rigid pipe 32
mm dia

Tarathpora Regional under UM
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1.00
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1.00

rs.-.u Provadsg and

| Engemxer-schange —
9 |Provadmg and placing on terrace (mnauwez)‘ JR—
polvethy kne water storage tank N : lml‘uurh g
and seitable kocking arrangement and malkang m}‘lﬁlﬁm e
for et catiet and overtlow pipes but without attmgs
hase suppurt for tank
. - ‘n"

Prmiimgnd&unghﬂnh?{brﬂ)dmﬁqtnh_ e

High or bow pressure, with plastic floats complete 15mm

Providing and frxing PTMT soup dish holder having length of
138mm, breadth 102mm. height of 7Smm with conceakad 1.00
m&gwnﬁgﬁ'ngmkﬁﬂmlm

Providing and fixing of Gl pipes complete with Gl fitting and
damps ind. cutting and making good the walls etc nominal 3600

Providing and fixing GL pipes complete with GL Aittings

exduding trenching and refilling etc. (external work) 15mm 34600
diz nommal bore E
Constrocting masonry Chamber 30GOS) an inside, i brck

work in cement mortar 1:4 (1cement :4 coarse sand) , with CL

surface box 100x100x75 mm (inside) with hinged cover fixed m

concrete slab 1:1 53 mix (1 cement : 15 coarsesand = 3

graded stone aggregate 2) mm nominal size ) induding

necessary excavabion, foundation concrete 13:10 (1 cement S

fme sand : 10 graded stone aggregate 40 mm nominal size) and 200
mnside plastering with cement mortarl:3 (1 cement : 3 coarse

sand) 12 mm thack, finished with a floating coat of neat cement
complete as per standard design. With common bumt clay

(non modular) bncks of dass dessgnation 75

95 |Providing and foxdng C1 manhole Cover 0.45 x 0.45m size 200
Providing and foang PVC Soil waste and vent pipe of reputed 9.00

make incld earth eork and refilling. 100mm dia
7>mm dia 9.00
Providing and foang PVC Doer Fittings complete.
100mm floor trap b g — 5
100mm door junchon 3.00
100mm Collar B ) 3.00
10mm Gasket 2,00
13 |100mm bends . 'E_m
80mm floor trap S 200
80mm bend _1&}
80mm Collar ] ] 3.00
108 _|Floor Grating ) i = - — 50
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| : ~Tighting points . Using wire of 1-5 s-qmm, mpf;ur
_ “-ul_lll:‘ln Julti stranded , 1100 volts, FR, for phase , neutral
June green colour for cach point including PVC

ﬂil::rlhlﬂ L
, . of reputed make including chasing of walls and

2400.00

ead Draftsman

A 7 pipe ,
2 . vood the same Testing, / Commissioning
l':;}:::};::::u; including Swilches, indicators, M(;b{: ::ll.: E;; [ =0 _ POy 120000
l.-"l,l"ll'lt"l_h‘il items ¢ic Cﬂmplf:le
F,;-.fidinl; Heating Fnim;: UptnI 16 m u.sln-g 4mm T 3 il
mullislmndnl copper wire, 1100 volt FR to be laid for phase
and neutral but 2.5 sqmum cable for carth in green colour to be
connected for all the required points/ sources ncluding
Gwitches, indicators MCB's including PVC Condut pipe of 2.00 points
reputed make including chasing of walls and making good the
<ame and all connccled items etc complete
| Lo e L
111 _|P/Fitting / Commnussioning of Main Switch board for
accommodating the MCBs of sizes -HPL/ Standard / SSK 1.00 No
make (18"°x24%)
112 |Supply and fixing of LED Bulbs of Superior/ approved quality‘ N
F 12W (22(:_'_-240\[) with frequency 50 Hz.. 2.00 o
113 |Carriage of materials from source to road site of work by
Mechanical Transport including loading unloading and
[ stacking complete.
114 |Cement and Steel 20 Km's . B B 222 08 MT
[ 115 [Sand avgleadto 25km's ] 205.64 Cum
h_“6 Crushed Aggregate 20mm nominal Size 25 Kms 342 02 Cum
| 117 Crushed Aggregate 40mm nominal Size 25 Kms 53.43 Cum
118 |Stone upto 14 kms 47.01 Cum
119 |Bricks from Bugam 130 kms 2241.00 No
120 |Surplus Earth u-ptn safe d;lmping of site 43.20 Cum
121 |Carriage of materials from road site upt; actual site of work
by manual means (Head Load) including loading unloading
|. and stacking complete. y i
122 |Cement 50 M trs 69.68 MT
123 |Steel avg 50 Mtrs 16.64 MT
51 |Sand and 20mm Crushed agg avg 50 Mtrs 224.85 Cum
> [20mm Crushed Aggregate 50 Mtrs _ 3244 Cum
126 [BricksS0Mtrs 2241.00 _ No
C Execu eer
PHE Jal Shakti Division Handwara
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